
2 years / 2000 hours standard warranty

Stock locations in the United States and Canada

AAA maintenance program

Customized business relationship

+1 833 220 2810avrogse.com parts@avrogse.com service@avrogse.com

Baggage Tractor
Lead Acid Electric

Features & Benefits

ST470LA

WHY AVRO

A I R C R A F T  G R O U N D  S U P P O R T  E Q U I P M E N T

Front disc brakes and rear drum brakes

Hydraulic steering system

Curtis control system

Standard cab enclosure with windshield,
wiper kit & rear window protection cage

Easily accessible battery compartment
with integrated watering system

Front and rear towing hitches (cab
control rear hitch)

AVRO GSE PROUDLY SERVING NORTH AMERICA

Inching controls mounted at rear station



MODEL ST470LA

B A G G A G E  T R A C T O R

 Baggage Tractor - Lead Acid Electric ST470LA 

POWER TYPE Lead-acid battery

SERVICE WEIGHT 9,900lb (4,500kg) 

Performance

HEIGHT WITH CABIN

WHEEL BASE

TOWING COUPLERS HEIGHT 

GROUND CLEARANCE

TURNING RADIUS 

Main Dimensions
76" (1,940mm)

63" (1,610mm)

12" (305mm)

5" (120mm)

136" (3,450mm) 

Tire
TYPE

6.50-10-10PR

OPERATING VOLTAGE 

AH CAPACITY 

80V

630AH

MOTOR RATED POWER 30hp (23kW)
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AVRO GSE PROUDLY SERVING NORTH AMERICA

FRONT

REAR 7.00-12-12PR 

Pneumatic

MAX SPEED FORWARD

CAPACITY - F/R

DBP

15mph (25km/h)

3,500 / 7,000 (lb)

4,700lbf (21kN) 

Powertrain

Axle

Weight

Optional
VINYL DOORS

E-HOLLAND HITCH

ONBOARD CHARGER

RUBBER BUMPERS (FRONT AND SIDE) 

CAB CORNER BUMPERS

BACKUP CAMERA WITH DISPLAY SCREEN

UNIVERSAL CONFIGURATION FOR CHARGING INFRASTRUCTURES 

DIAGNOSTIC SOFTWARE

OVERALL LENGTH

OVERALL WIDTH

125" (3,165mm)

56" (1,420mm)


